
BRAND/PRODUCT NAME

PRO MAXBOND 13

MANUFACTURER

PROTEC GREEN PTE LTD
NO. 3 Sungei Kadut Street 6
Singapore 728851
Tel: 62695395         Fax: 63681193

PRO MAXBOND 13

PRODUCT DESCRIPTION
PRO MAXBOND 13 is premium graded acrylic bonding agent designed to provide 
chemical and water resistance to concrete floor and mortar. It is stable under wet 
alkaline conditions forming a reinforcing polymer matrix within cement-based 
mixes. Providing protection during continued or intermittent water contact suitable 
for both external or internal use application.

ADVANTAGES
• Improves adhesion of cement-based mixes 
• Reduces shrinkage and cracking for repair and screeding use
• Effective in increasing the workability and cohesion of cement mix
• Reduce water contents to improve strength without loss of workability
• Excellent performance

USE
PRO MAXBOND 13 is use for bonding of new concrete to old concrete, repair of 
concretes, cement flooring, mixes for screeding and patching, filling injection 
grouts, tiling and setting mortars. Improved adhesion and flexibility of mortar, and 
priming of substrates prior to application.

PMB13-2205



Legal Notes: Information in this product data sheet are based on laboratory tests. Actual measured data may vary due to circumstances beyond 
our control over site application, site conditions and workmanship of the applicator. We therefore will not accept any liability, either directly or 
indirectly arising from the misuse of these products or when the product is used not in accordance with any advice, specification, and 
recommendation of information given by us. The user is responsible for checking the suitability of these products for its intended use.

METHOD OF USE
Surface Preparation
The surface for application must be clean and laitance free. All dust and debris should 
be removed from the surface. For cement-based mixes, all surfaces should be 
saturated with water, removing any ponding surface water before application.

Application 
Use a roller or brush to apply of PRO MAXBOND 13 onto the prepared concrete 
substrates. Allow touch dry then apply additional coat to the first coat for 
damp-proofing. Application of  PRO prepacked concrete renders and mortars should 
take place while the bond coat is tacky.

HANDLING
PRO MAXBOND 13 ECO is non-toxic. Avoid prolonged contact with skin. Wear 
protective clothing and gloves at all times. In case of eye contact, wash copiously with 
water obtain immediate medical attention. Replace lids and remove any containers to a 
central disposal point in accordance with local regulations.

STORAGE
PRO MAX BOND 13 is non-flammable. It should be kept in closed container, in a dry 
place, protected from extremes of temperature.

PACKAGING
Packed in 5 litres Jerry Can , and 20 litres Carboy.

SPECIFICATION & TECNHNICAL DATA
Appearance :  White Milky Liquid
Specific Gravity :  1.02 at 20°C
Coverage :  6m² per litre 
Shelf Life :  24 months from date of manufacture in sealed original

   packaging.
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