
PRODUCT DESCRIPTION

PRO WATERPROOF MEMBRANE is a two components, flexible cementitious, seamless 
waterproofing membrane polymer modified use to give protection of all concrete and masonry 
surfaces against ingress of water and moisture. PRO WATERPROOF MEMBRANE is specially 
designed for waterproof  internal and external concrete. With its unique chemical structure, it 
capable to create seamless durable bond  where flexibility is desirable. Its achieve efficiently 
for bridging hairline cracks.

 ADVANTAGES

• Factory blended pre-packed ensures high quality product

• Easy mixing and application

• Excellent Adhesion Strength and waterproofing qualities

• Economical for site

• Can be applied onto damp substrates

USES

PRO WATERPROOF MEMBRANE is recommended for surface protection of wall and floor in 
wet areas such as bath room, kitchen, balconies, RC roof and etc. Suitable for internal and 
external protection against CO2, chlorides, sulphates and humidity. It can be applied onto 
damp substrates.
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BRAND/PRODUCT NAME

PRO WATERPROOF MEMBRANE

MANUFACTURER

PROTEC GREEN PTE LTD
NO. 3 Sungei Kadut Street 6
Singapore 728851
Tel: 62695395         Fax: 63681193

PRO WATERPROOF MEMBRANE



INSTALLATION

Surface Preparation
Surfaces receiving PRO WATERPROOF 
MEMBRANE must be clean and free of dust, oil 
and all impurities/contaminants that might 
inhibit bonding. 
 
Level and patch all undulating, void, cracks, 
angles and edges, so that the prepare surface is 
sound and even.

Mixing
Place Part A (Powder) into clean container and 
add Part B (liquid) slowly into the container. 
Use a slow speed mechanical mixer to mix  2 to 
3 minutes until homogenous and lump free 
consistency. Use the mixture within the 
recommended pot life.

Application
Use a roller and brush to apply the slurry 
mixture. Ensure no air is entrapped in the 
membrane.  Allow first coat of PRO 
WATERPROOF MEMBRANE properly coated 
include all joints and corners. Allow first coat 
to dry for approximate 2 hours before 
application of the second coat.

Allow a minimum  24 hours  after application 
of PRO WATERPROOF MEMBRANE before 
laying of floor screed and commencing of 
ponding test.

PACKAGING

Part A: 25kg per bag
Part B: 17 Litres per container.

TECHNICAL DATA
Performance Properties:

SHELF LIFE

Approximately 12 months from the date of 
manufacture in factory sealed packaging and 
should be stored indoor and off the ground in 
dry  area.
*High humidity will reduce the shelf life of 
bagged cementitious product.

CAUTION

PRO WATERPROOF MEMBRANE (Part A) 
contains Portland Cement and Silica Sand. 
Avoid eye and skin contact and use protective 
gloves and goggle. Mix in a well-ventilated area 
and avoid breathing powder or dust. 

For further information, refer Safety Data 
Sheet. 

SALES AND TECHNICAL SERVICES

PROSPAQ GROUP PTE LTD
No. 3 Sungei Kadut Street 6
Singapore 728851
Tel: 6269 9532   
Fax: 6368 1193
Email: sales@prospaq.com

The information in this catalogue is provided to the best of our knowledge from results gathered both internal and external credited laboratories. 
However, we have no control over site application, site conditions and workmanship of the applicator. We therefore will not accept any liability, 
either directly or indirectly arising from the misuse of these products or when the product is used not in accordance with any advice, specification, 
and recommendation of information given by us. The user is responsible for checking the suitability of these products for its intended use.

Appearance
Part A: Grey Powder 
Part B: Milky White

Adhesive to Subtracts ≥ 0.3N/mm²

Tensile Strength 
(After 14 days at  50°C)

≥ 1.5N/mm² 

Elongation at Break ≥ 150% 

Crack Bridging 2mm

Hardness (Shore A) ≥ 40

Set to Touch Within 2 hrs

Pot Life 45 minutes

Uses Thickness Coverage

Wet Area 1.5mm 1.65kg/m2

Ground 2.0mm 2.2kg/m2

Non-Pressurised 
water

2.5mm 2.75kg/m2


